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GSAC

AIRBUS INDUSTRIE

A319/A320/A321 aircraft

Passenger door - Slide raft telescopic girt bar (ATA 52)

APPLICABILITY:

AIRBUS INDUSTRIE A319/A320/A321 aircraft, all certified models, all serial numbers fitted with slide raft
telescopic girt bars and specially those with AIRBUS INDUSTRIE Modification 20234 (installation of a
telescopic girt bar for slide raft) performed in production or with either AIRBUS INDUSTRIE Service
Bulletins A320-25-1055 or A320-25-1218 performed in-service.

REASONS:

Operators have reported several cases of slide raft telescopic girt bar becoming detached from the door
sill fittings.

Investigations on the affected girt bar have revealed that the trigger mechanism was not operational due
to an incorrectly machined chamfer on the girt bar itself.

In such case, during emergency evacuation, the slide raft could fail to deploy.

ACTIONS:

The following measures are rendered mandatory on the effective date of this AD, unless already
previously accomplished :

Within 500 flight hours from the effective date of this Airworthiness Directive, perform the one time
functional test of non-retraction of the telescopic girt bar and apply all necessary corrective actions as
defined in the instructions given in AIRBUS INDUSTRIE AOT 52A1110.

If the telescopic girt bar retract during the test, before next flight: install in accordance with instructions
given in AOT 52A1110:

- a new girt bar
or
- a L-shaped corner. In that case, perform at interval not exceeding 18 months a visual inspection of

this L-shaper corner and associated rivets and before 54 months install a new girt bar.
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If none of the above corrective actions can be performed before next flight, the aircraft can be released
with the affected doors inoperative in accordance with the operational restriction of MMEL 52-10-01.

From the effective date of this AD, no one shall install on aircraft a slide raft telescopic girt bar not having
successfully passed the functional test.

Note: The one time functional test is not applicable to new aircraft delivered after the effective date of
this Airworthiness Directive.

REF.: AIRBUS INDUSTRIE AOT 52A1110 dated April 11, 2001
(or any further approved revision)

EFFECTIVE DATE :

Upon receipt of the fax issued on APRIL 27, 2001




