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Pax/crew and emergency exit doors -
Inspection of girt bar attachment fittings (ATA 52)

APPLICABILITY:

This Airworthiness Directive (AD) applies to AIRBUS INDUSTRIE A330 aircraft all certified models, all
serial numbers.

REASONS:

During escape slide deployment tests on an A330 aircraft the girt bar became detached from the aircraft
when the escape slide was deployed.

It is assumed that different causes may have contributed to this:

- presence of a foreign object between the slider and the girt bar attachment fitting,

- incorrect adjustment of the escape slide release mechanism,

- incorrect installation of both girt bar attachment fittings.

If not corrected, this condition may delay a passenger emergency evacuation.

COMPLIANCE:

The following measures are rendered mandatory on the effective date of this AD, unless already
previously accomplished:

1. Passenger/crew doors (type A) and emergency exit doors (type A and type 1):

1.1. Not later than 550 Flight Hours following the effective date of this AD visually inspect the girt bar
attachment fittings of all doors in accordance with instructions given in AIRBUS INDUSTRIE
Service Bulletin (SB) A330-52-3064.

1.2. Repeat this inspection of the girt bar attachment fittings for presence of foreign objects at
intervals not to exceed 7 calendar days.
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1.3. Not later than 18 months from effective date of this AD, inspect the adjustment of the slide
release mechanism and the girt bar attachment fittings in accordance with instructions given in
SB A330-52-3064.

Note: The visual inspection as per paragraphs 1.1. and 1.2. of this AD is cancelled once the
requirements of paragraph 1.3. are fulfilled.

2. Passenger/crew doors (type A) and emergency exit doors (type A only):

Not later than 18 months from effective date of this AD, check the girt bar extension through the
sliders in accordance with  instructions given in SB A330-52-3064.

REF.: AIRBUS INDUSTRIE Service Bulletin A330-52-3064
(any further approved revision of this SB is acceptable).

EFFECTIVE DATE  :  MAY 26, 2001




