
AIRWORTHINESS DIRECTIVE
released by DIRECTION GENERALE DE L’AVIATION CIVILE

Inspection and/or modifications described below are mandatory. No person may operate a product to which this

Airworthiness Directive applies except in accordance with the requirements of this Airworthiness Directive.

Translation of ‘Consigne de Navigabilité’    ref. : 2002-337(B)
In case of any difficulty, reference should be made to the French original issue.

June 26, 2002 AIRBUS
A319/A320/A321 aircraft 2002-337(B)

GSAC

AIRBUS

A319/A320/A321 aircraft

Thrust reverser - Piston rod chrome plating (ATA 78)

APPLICABILITY:

AIRBUS:

- A319-111, -112, -113, -114, -115
- A320-111, -211, -212, -214
- A321-111, -112, -211, -212, -213

model aircraft powered by CFM56-5 or -5B engines, all serial numbers (MSN) delivered before
July 06, 2002 and all MSN on which a blocker door actuator of thrust reverser has been replaced.

REASONS:

During routine in-shop maintenance on a blocker door actuator of thrust reverser, it was noticed that the
chrome plating on the piston rod was over length up to hydraulic feed holes. The supplier during rework
has generated this quality concern. A batch of 52 bad units has been identified. The unwanted chrome
plating is anticipated to generate a decrease in the fatigue capability of the actuator.

An other production quality issue, due to a mis-rigging, affecting a limited number of units, could lead to
the disengagement of the blocker door from the primary lock.

Considering the potential combination of these two situations, and in order to prevent any inadvertent
door deployment in flight, the decision has been made to mandate the complete retrofit of all affected
actuators.

COMPLIANCE:

Before any thrust reverser has accumulated 7,000 flight cycles since new:

1. Perform an identification of the thrust reverser blocker door actuator (P/N and S/N) in accordance with
the instructions given in ROHR INC. Service Bulletin (SB RI) RA32078-112.
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2. If the actuator is affected as described in SB RI RA32078-112, remove the actuator and replace it by
an airworthy one, following all the instructions given in SB RI RA32078-112, steps 2.A.3 to 2.A.11.

3. If the actuator is not affected as described in SB RI RA32078-112, proceed as required in the same
SB RI, steps 2.A.9 to 2.A.11.

REF.: ROHR INC. Service Bulletin RA32078-112
(any further approved revision is acceptable).

EFFECTIVE DATE  :  JULY 06, 2002




