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SERVIÇO PÚBLICO FEDERAL 

BRAZILIAN AIRWORTHINESS

DIRECTIVE 

DEPARTAMENTO DE AVIAÇÃO CIVIL 
EFFECTIVE DATE: 

19 Apr. 2006 
AD No.: 

2006-03-01 

The following Airworthiness Directive (AD), issued by the Departamento de Aviação Civil (DAC) in 

accordance with provisions of Chapter IV, Title III of Código Brasileiro de Aeronáutica - Law No. 7,565 

dated 19 December 1986 - and Regulamento Brasileiro de Homologação Aeronáutica (RBHA) 39, applies to all 

aircraft registered in the Registro Aeronáutico Brasileiro.  No person may operate an aircraft to which 

this AD applies, unless it has previously complied with the requirements established herein. 

AD No. 2006-03-01 - EMBRAER - Amendment 39-1122. 

APPLICABILITY: 
This Airworthiness Directive is applicable to all Embraer EMB-145( ) and 

EMB-135( ) aircraft models in operation. 

CANCELLATION / REVISION: 
Not applicable. 

REASON: 
It has been found the possibility of occurrence of improper segregation and 

attachments of the Fuel Quantity Indication System (FQIS) harness from the DC Fuel Pump 
harness, which may lead to chafing between these harnesses or between some of them to the 
aircraft structure or between some of them to some mechanical component.  In any case, a 
possible ignition source in the vicinity of the fuel tanks may develop. 

Since this condition may occur in other airplanes of the same type and affects 
flight safety, a corrective action is required.  Thus, sufficient reason exists to request 
compliance with this AD in the indicated time limit. 

REQUIRED ACTION: 
Inspection on the Fuel Quantity Indication System (FQIS) and DC fuel pump 

harnesses;  and rerouting, if necessary, of DC fuel pump W505E harness. 

COMPLIANCE:
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access to all exposed surfaces in the inspection area.  This level of inspection is made 
under normally available lighting conditions such as daylight, hangar lighting, 
flashlight or drop-light, and may require removal or opening of access panels or 
doors.  Stands, ladders or platforms may be required to gain proximity to the area 
being checked." 

The detailed instructions and procedures to accomplish this AD are described in 
the Embraer Service Bulletin No. 145-28-0025, original issue, or further revisions approved by 
the CTA. 

Record compliance with this AD in the applicable maintenance log book. 

CONTACT: 
For additional technical information, contact: 

Centro Técnico Aeroespacial - CTA 
Instituto de Fomento e Coordenação Industrial - IFI 
Divisão de Certificação de Aviação Civil - CAvC 
Praça Mal. Eduardo Gomes, 50 - Vila das Acácias 
Caixa Postal 6001 
Fax:  55 (12) 3941-4766 
12231-970 - São José dos Campos - SP,  BRAZIL. 
e-mail:  pds@ifi.cta.br 

For acquisition, contact: 
Departamento de Aviação Civil - DAC 
Seção de Publicações do DAC (4GAB-4) 
R. Santa Luzia, 651, 2º Mezanino, Centro 
Fax:  55 (21) 3814-6929 
20030-040 - Rio de Janeiro - RJ,  BRAZIL. 
e-mail:  publicacoes@dac.gov.br 

APPROVAL:
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