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AIRWORTHINESS  DIRECTIVE
The following airworthiness directive (AD) may be applicable to an aircraft which our records indicate is registered in your name.  ADs are issued pursuant to Canadian
Aviation Regulation (CAR) 593.  Pursuant to CAR 605.84 and the further details of CAR Standard 625, Appendix H, the continuing airworthiness of a Canadian registered
aircraft is contingent upon compliance with all applicable ADs.  Failure to comply with the requirements of an AD may invalidate the flight authorization of the aircraft.
Alternative means of compliance shall be applied for in accordance with CAR 605.84 and the above-referenced Standard.
This AD has been issued by the Continuing Airworthiness Division (AARDG), Aircraft Certification Branch, Transport Canada, Ottawa, telephone (613) 952-4357.

Pursuant to CAR 202.51 the registered owner of a Canadian aircraft shall, within seven days, notify the Minister in writing of any change
of his or her name or address.  To request a change of address, contact the Civil Aviation Communications Centre (AARA) at Place
de Ville, Ottawa, Ontario K1A 0N8, or 1-800-305-2059, or http://www.tc.gc.ca/aviation/pubs/index.htm.
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CF-1999-17R1
Issue Date

24 July 2001

Number: CF-1999-17R1

Subject: Bell 407 −−−− Tailboom Inspection

Effective: 31 August 2001

Revision: Supersedes Airworthiness Directive (AD) CF-99-17 issued 14 June 1999.

Applicability: Bell Helicopter Textron Canada (BHTC) Model 407 helicopters, S/N 53000 through 53475
with tailbooms P/N 407-030-801-101, -105 and -107 installed.

Compliance: When indicated, unless already accomplished.

Background: There have been several reports of cracks to the tailboom skin on the left side, in the area
of the horizontal stabilizer.  The cracks were found by normal visual inspection.  The
average time accumulated on the tailbooms was more than 2000 hours; however, cracks
could develop at any time.  A review of crack growth rates has indicated a need to detect
cracks at the earliest stage possible.  BHTC has issued Alert Service Bulletin (ASB)
407-99-26 to provide instructions for the inspection of the tailboom skin around the
support plates. These inspections are intended as an interim measure pending
completion of a design change to the tailboom skin.

Recently, BHTC has introduced a new tailboom P/N 407-030-801-201 with a chemically
milled skin. Since this new tailboom does not require the inspections mandated by
CF-99-17, this revision is issued to narrow the applicability of the directive to those
helicopters with tailbooms of dash numbers -101, -105 and -107.

Corrective
Actions:

Part A - All Affected Tailbooms

Before the first flight of each day, visually inspect the tailboom in accordance with Part I of
BHTC ASB 407-99-26, revision B dated 14 June 2001, or later revisions approved by the
Director, Aircraft Certification, Transport Canada.

This visual check above is elementary work (CARs 406.43, 605.85, 706.10) and, while
away from technical support, may be done by a pilot specifically trained and authorized for
the task.

Part B - Affected Tailbooms with Service Life in Excess of 600 Hours

1. Within the next 25 hours air time after the effective date of this directive, perform a
visual inspection of the tailboom in accordance with Part II, Item 1 of the above
referenced ASB.  Inspection in accordance with previous issues of ASB 407-99-26
meets the requirements of this paragraph.

 
 

2. At each 50 hours air time thereafter, perform a visual inspection of the tailboom in
accordance with Part II, Item 3 of the above referenced ASB.
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If a crack is found on the tailboom skin as a result of one of the above inspections,
replace the tailboom before the next flight.  Report findings to Transport Canada,
Continuing Airworthiness Division (AARDG) at facsimile (613) 996-9178 by use of a
Service Difficulty Report form, and to Bell Helicopter Textron Canada - Product Support
Engineering at facsimile (450) 433-0272.

Authorization: For Minister of Transport

B. Goyaniuk
Chief, Continuing Airworthiness

Contact: Mr. Bogdan Gajewski, Continuing Airworthiness, Ottawa, telephone (613) 952-4450,
facsimile (613) 996-9178 or e-mail gajewsb@tc.gc.ca or any Transport Canada Centre.
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